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1
MAGNETIC RECORDING DISK DRIVE WITH
MULTIPLE PREAMPLIFIERS AND COMMON
TRANSMISSION LINE WITH IMPEDANCE
COMPENSATION

BACKGROUND OF THE INVENTION

1. Field of the Invention

The invention relates generally to magnetic recording hard
disk drives (HDDs), and more particularly to an HDD thathas
multiple read amplifier/write driver integrated circuits con-
nected to the system-on-a-chip (SOC) by a common trans-
mission line.

2. Description of the Related Art

HDDs typically include a main integrated circuit, which is
typically a system-on-a-chip (SOC) that contains many of the
electronics and firmware for the HDD. The SOC is connected
by a transmission line on a flex cable to the HDD’s read
amplifier/write driver integrated circuit (preamp IC). The
preamp IC is typically located on the actuator that moves the
read/write heads to the selected data tracks on the disks. The
datato be written by the write head is sent from the SOC to the
preamp IC, where the write driver generates analog write
current pulses that are applied to the inductive coil in the write
head to write data by selectively magnetizing the magnetic
media of the recording layer on the disk. The data read back
from the disk by the read head is transmitted from the preamp
1C to the SOC.

The preamp IC includes multiple ports for controlling mul-
tiple heads, with each head accessing an associated disk sur-
face. However, the demand for higher storage capacity per
HDD requires an increase in the number of disks and heads,
and thus an increase in the number of preamp IC ports to
support those heads. Preamp ICs with high numbers of ports
are available but at a significant cost increase. Therefore,
utilizing multiple preamp ICs with a smaller number of ports
would be advantageous from a cost perspective. The chal-
lenge is creating a disk drive with multiple preamp ICs con-
nected to the SOC by a common transmission line and com-
mon digital logic control lines, and that operates seamlessly
like a disk drive with a single preamp IC.

SUMMARY OF THE INVENTION

Embodiments of this invention relate to a disk drive with
multiple preamp ICs connected to the SOC by a common
transmission line with resistors between the preamp 1Cs and
the SOC that provide impedance matching. Each preamp IC
includes a read resistor at the output of each read amplifier,
and a write resistor at the input of each write driver. The
resistors may have a fixed value and be located in the preamps
or on the flex cable for the transmission line. If the resistors
are located in the preamps then they may be programmable
resistors that can be set to selected values at the time of disk
drive manufacturing. The read resistors are at the source of the
signal to the transmission line and the write resistors are at the
termination of the signal from the transmission line. The read
and write resistors provide impedance matching with the
transmission line and the SOC when one of the preamp ICs is
selected as active, which enables the SOC to operate seam-
lessly with a common transmission line connected to all
preamp ICs.

In one embodiment there are three preamp ICs connected
to the termination of the transmission line using a T configu-
ration, where the lengths of the connections between the
preamp ICs and the transmission line termination are substan-
tially equal and have substantially the same characteristic
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2

impedance. The characteristic impedances of the connection
lines can be made greater than the characteristic impedance of
the transmission line from the SOC to the termination end.
This will add a high-frequency boost that will be beneficial to
the system response.

For a fuller understanding of the nature and advantages of
the present invention, reference should be made to the fol-
lowing detailed description taken together with the accompa-
nying figures.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 11is atop plan view of a head/disk assembly (HDA) of
a magnetic recording hard disk drive.

FIG. 2 is a schematic of the system-on-a-chip (SOC) and
multiple preamplifier integrated circuits (ICs) connected by a
common transmission line according to an embodiment of the
invention.

FIG. 3 is a schematic of the read path portion of an embodi-
ment of the invention with three preamplifier ICs connected
as a T connection at the termination of the transmission line
from the SOC.

FIG. 4A is a graph of data channel receiver input gain
(Vch_in) as a function of readback data rate for an example
with three ICs, two of which have no programmable read
resistor.

FIG. 4B is a graph of data channel receiver input gain
(Vch_in) as a function of readback data rate for an example
with three ICs, all of which have a programmable read resistor
according to an embodiment of the invention.

FIG. 5 is a schematic of the write path portion of an
embodiment of the invention with three preamp ICs con-
nected as a T connection at the termination of the transmis-
sion line from the SOC.

FIG. 6A is a graph of the active write input (Vwrt_inl) as
a function of frequency for an example with three ICs, only
one of which has a programmable write resistor.

FIG. 6B is a graph of the active write input (Vwrt_inl) as
a function of frequency for an example with three ICs, all of
which have a programmable write resistor according to an
embodiment of the invention.

FIG. 7 is a schematic of the read path portion of an embodi-
ment of the invention with three preamp 1Cs connected in an
inline configuration to the transmission line according to an
embodiment of the invention.

FIG. 8 is a graph of data channel receiver input gain
(Vch_in) as a function of readback data rate for an example
with three ICs in an inline configuration, where only the IC at
the termination of the transmission line has a programmable
read resistor according to an embodiment of the invention.

FIG. 9 is a schematic of the read path with fixed external
read resistors coupled in parallel with the source resistance of
each read amplifier according to an embodiment of the inven-
tion.

FIG. 10 is a schematic of the read path where the connec-
tion lines with lengths [.1, L2 and L3 are substantially the
same length but have a narrower width and a greater spacing
than the main read path lines with a length [.4 between the
SOC and the T termination.

FIG. 11 is a graph of Vwrt_inl as a function of frequency
for an example where the length [.4 has a characteristic
impedance of 100 Ohm and the lengths [.1, .2 and .3 have
substantially the same (+/-10%) characteristic impedances
increasing from 100 Ohm to 120 Ohm.

DETAILED DESCRIPTION OF THE INVENTION

FIG. 11is atop plan view of a head/disk assembly (HDA) of
a hard disk drive 10 that may include embodiments of the
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invention. The disk drive 10 includes a rigid base 12 support-
ing a spindle 14 that supports a stack of disks, including top
disk 16. The spindle 14 is rotated by a spindle motor (not
shown) for rotating the disks in the direction shown by curved
arrow 17. Disk drive 10 also includes a rotary actuator assem-
bly 40 rotationally mounted to the base 12 at a pivot point 41.
The actuator assembly 40 is a voice coil motor (VCM) actua-
tor that includes a magnet assembly 42 fixed to base 12 and a
voice coil 43. When energized by control circuitry (not
shown) the voice coil 43 moves and thereby rotates E-block
24 with attached arms 22 and load beam assemblies 20 to
position the heads 29 to the data tracks on the disks. Each load
beam assembly 20 has an integrated lead suspension (ILS) 30
with an array of electrically conductive lines or traces 32 that
connect to a read/write head 29. The traces 32 connect at one
end to the read/write head 29 and at the other end through a
short flex cable to a read amplifier/write driver integrated
circuit (preamp IC) 50 secured to a side of the E-block 24. The
preamp IC 50 receives write data input signals from the disk
drive’s system-on-a-chip (SOC) (not shown) that is typically
located on the back side of base 12. The SOC is connected to
preamp IC 50 by a flex cable 52 and through its electronic
packaging, printed circuit board, and flex connector (not
shown).

While only one disk surface and associated head is
depicted in FIG. 1, there are typically multiple disks and
associated heads/load beam assemblies. The preamp IC
includes multiple ports for controlling multiple heads. How-
ever, the demand for higher storage capacity per HDD
requires an increase in the number of disks and heads, and
thus an increase in the number of preamp IC ports to support
those heads. Preamp ICs with high numbers of ports, up to 14,
are available but at a significant cost increase. Therefore,
utilizing multiple preamp ICs with a smaller number of ports
would be advantageous from a cost perspective. The chal-
lenge is creating a disk drive with multiple preamp ICs con-
nected to the SOC by a common transmission line and com-
mon digital logic control lines, and that operates seamlessly
like a disk drive with a single preamp IC.

FIG. 2 is a schematic of the SOC and multiple preamp ICs
connected by a common transmission line according to an
embodiment of the invention. Three preamp ICs (IC1, IC2
and IC3) are depicted, each with multiple write head ports and
read head ports, but the invention is applicable to a disk drive
with at least two preamp ICs. The SOC includes a data chan-
nel with a read path and a write path. The read path includes
two lines (not shown) (+R and —R) and the write path includes
two lines (not shown) (+W and -W), and each signal pair are
depicted as a single lines in FIG. 2 connected to the Data
Channel block. The read and write paths form a transmission
line between the SOC and each of the preamp. The transmis-
sion line is typically formed on a flex cable. In this example
there are three preamp ICs connected to the common trans-
mission line in a T configuration. Write data is sent from the
SOC to all the preamp ICs simultaneously, even though only
one preamp IC is active. Read data is sent to the SOC only
from the active preamp IC.

The SOC also includes SOC logic circuitry connected to a
common serial logic path on the flex cable. The SOC sends
commands to preamp logic circuitry in each of the preamp
1Cs. The logic path includes a serial clock (SCIk) line, a serial
enable (SEN) line and a serial command or data (SData) line.
The commands are used to set registers (not shown) in the
preamp ICs with values for parameters that control the func-
tions of the preamp ICs, including selection of one of the
preamp ICs as the active preamp IC and identification of the
read or write port as the active port for the selected preamp IC.
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Other supported logic lines not shown (write gate and fault)
are also connected in a dotting configuration like the SClk
line.

In embodiments of this invention each preamp IC includes
a read resistor at the output of each read amplifier (Rs1, Rs2
and Rs3), and a write resistor at the input of each write driver
(Rt2, Rt2 and Rt3). The resistors may have a fixed value and
be located in the preamps (as shown in FIG. 2) or on the flex
cable for the transmission line. If the resistors are located in
the preamps then they are preferably programmable resistors
that can be set to selected values at the time of disk drive
manufacturing. The read resistors are at the source of the
signal to the transmission line and the write resistors are at the
termination of the signal from the transmission line. As will
be explained in detail below and shown in accompanying
figures, the read and write resistors provide impendence
matching with the transmission line and the SOC when one of
the preamp ICs is selected as active, which enables the SOC
to operate seamlessly with a common transmission line con-
nected to all preamp ICs.

FIG. 3 is a schematic of the read path portion of an embodi-
ment of the invention with three preamp ICs connectedina T
configuration at the termination of the transmission line from
the SOC. The transmission line has a length [.4 from the SOC
to the termination at a T connection. The length of the con-
nection from each preamp IC to the T connection is L1, 1.2
and L3 for IC1, IC2 and IC3, respectively. The readback
signal integrity is affected by the lengths L1, [.2 and L3,
which can vary depending on how each preamp IC is laid out
for connection to the flex cable. The lengths [.1, 1.2 and [.3
should be as short as possible, but cannot always be due to the
geometry of the HDD. When one of the preamp ICs, for
example IC1, is active, it provides a source signal Vs1 that is
received at the data channel input as Vch_in. The two inactive
preamp ICs IC2 and IC3, in the absence of the programmable
resistors Rs2 and Rs3, would provide a high impedance,
typically several thousand ohms. It can be shown that if any
one of L1, L.2 or L3 is greater than 1/(4*Fbitrate*Vel), where
Fbitrate is the data rate of transmission of the read data and
Vel is the velocity of transmission (about 6 ps/mm), then the
source resistance of the inactive read amplifiers is critical. If
any of the lengths .2 or L3 is too long, then one or more ofthe
source resistances of the inactive read amplifiers IC2 and IC3
needs to be matched to Rt, the transmission line impedance
and the termination impedance for the data channel receiver
input at the SOC. This is the reason for the programmable
read resistors.

The advantages of the invention can be illustrated by an
example. Assume L1=1.2=[3=16 mm, [.4=100 mm and
Rt3=100 Ohm. Further assume that IC1 is the source for the
readback signal and has a source resistance of 100 Ohm, and
inactive IC2 and IC3 each has a resistance of 10k Ohm. Then
FIG. 4A is a graph of data channel receiver input gain
(Vch_in) as a function of readback data rate. A severe notch
occurs at about 2.5 Gbps, which is unacceptable for a HDD
with a high data rate, i.e., typically greater than about 4 Gbps.
If however, IC2 and IC3 have programmable resistors Rs2
and Rs3, respectively, which have been programmed for 100
Ohm, then the graph of Vch_in as a function of readback data
rate is as shown in FIG. 4B. There is no significant notch at
any data rate; however, there is a 5 db increase in attenuation.
This can be compensated by increasing the source read ampli-
fier’s gain, which is one of the parameters that can be setin the
preamp IC registers via the serial logic path.

FIG. 5 is a schematic of the write path portion of an
embodiment of the invention with three preamp ICs con-
nected in a T configuration at the termination of the transmis-
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sion line from the SOC. The transmission line has a length [.4
from the SOC to the termination at a T connection. The length
of'the connection from each preamp IC to the T connection is
1,12 and L3 for IC1, IC2 and IC3, respectively. The lengths
L1, L2 and L3 should be as short as possible, but cannot
always be due to the geometry of the HDD. The write data is
sent from the data channel write circuitry, which has a source
resistance Rs, to each of the ICs simultaneously, even though
only one of the ICs is active. It can be shown that if any one of
L1, L.2 or L3 is greater than 1/(8*Fbitrate*Vel), where Fbi-
trate is the data rate of transmission of the write data and Vel
is the velocity of transmission (about 6 ps/mm), then the
termination resistance of the write driver input is critical and
a write resistor is necessary to match the transmission line
impedance and Rs, the source impedance for the write data
circuitry in the SOC. This is the reason for the programmable
write resistors Rtl, Rt2 and Rt3.

The advantages of the invention can be illustrated by an
example. Assume [.1=[.2=[.3=16 mm, [L.4=100 mm, Rs=100
Ohm and IC1 is the preamp IC with the active write driver and
Rt1=100. Further assume that IC2 and IC3 have no program-
mable write resistors and that the write driver termination
resistance for IC2 and IC3 is 5 k Ohm. Then FIG. 6A is a
graph of Vwrt_inl as a function of frequency. A severe notch
occurs at about 2.5 Gbps, which is unacceptable for a HDD
with a high data rate, i.e., typically greater than about 4 Gbps,
because it will cause write jitter. However, if IC2 and IC3 have
programmable write resistors Rt2 and Rt3 also equal to 100
Ohm, then the graph of Vwrt_in1 as a function of frequency
is as shown in FIG. 6B. There is no significant notch at any
data rate; however, there is a 6 db increase in attenuation. This
can be compensated by increasing Vwrt_inl, which is a
parameter that can be set in the SOC registers.

While the connection of the preamp ICs to the flex cable is
preferably a T configuration, as shown in FIGS. 3 and 5, other
connection configurations are possible. FIG. 7 is a schematic
of the read path portion of an embodiment of the invention
with three preamp ICs connected in an inline configuration to
the transmission line. In this example the transmission line
terminates at IC3, and IC1 and IC2 are connected to the
transmission line between the termination and the SOC. In
this example if 1 and L2 are small, i.e., less than
1/(4*Fbitrate™Vel), for example less than 10 mm, then a read
resistor is required only for IC3. If IC3 is the active preamp
IC, Rs3=100 Ohm and Rs1=Rs2=10 k Ohm, and Rt3=100
Ohm, then the graph of Vch_in as a function of readback data
rate is shown in FIG. 8. There is a notch, but at a data rate
greater than 4 Gbps. Thus, depending on the lengths [.1 and
L2, a read resistor may also be required for IC2 and IC3.
Similarly, for an inline configuration, IC3 would also include
a write resistor.

While the preferred embodiments of the invention utilize
programmable read resistors and write resistors located in
each of the preamp ICs, it is possible to use fixed resistors
external to the preamp ICs, for example on the flex cable. This
is illustrated in FIG. 9 for the read path with fixed read
resistors Rext1, Rext2 and Rext3 coupled in parallel with the
source resistance of each read amplifier in IC1, IC2 and IC3,
respectively. Cp is the parasitic capacitance of about 0.5 pF
internal to each preamp IC. A similar embodiment would use
fixed external write resistors on the flex cable and coupled to
each of the write driver inputs in the preamp ICs.

In the preferred embodiment using a T configuration at the
termination of the transmission line, the lengths of the con-
nections between the preamp ICs and the transmission line
termination (L1, L2 and L3) are substantially equal, i.e.,
within +/-10%. However, increasing the characteristic

10

15

20

25

30

35

40

45

50

55

60

65

6

impedance of .1, [.2 and 1.3 will add a high-frequency boost
that will be beneficial to the system response. This can be
accomplished by decreasing the width and/or increasing the
pitch of the lines with lengths .1, [.2 and 3. This is depicted
in FIG. 10 for the read path where the connection lines with
lengths [.1, L2 and L3 are substantially the same length but
have a narrower width and a greater spacing or pitch than the
main read path lines with a length [.4 between the SOC and
the T termination. FIG. 11 is a graph of Vwrt_in1 as a function
of frequency for an example where the length 1.4 has a char-
acteristic impedance of 100 Ohm and the lengths .1, [.2 and
L3 have substantially the same (+/-10%) characteristic
impedances increasing from 100 Ohm to 120 Ohm. FIG. 11
shows a 0.5 dB boost at 2 GHz for a 20% increase in the
impedances of the connection lengths L1, .2 and L3, i.e.,
where they have substantially the same impedance of 100
Ohm.

While the present invention has been particularly shown
and described with reference to the preferred embodiments, it
will be understood by those skilled in the art that various
changes in form and detail may be made without departing
from the spirit and scope of the invention. Accordingly, the
disclosed invention is to be considered merely as illustrative
and limited in scope only as specified in the appended claims.

What is claimed is:

1. A disk drive having a plurality of magnetic recording
disks and a plurality of read/write heads, the disk drive com-
prising:

a system on a chip (SOC) for sending write data and receiv-

ing read data and for sending logic commands;

at least two preamplifier integrated circuits (preamps),
each preamp having a write driver, a read amplifier,
multiple read/write ports for connection to associated
read/write heads, and logic circuitry;

a transmission line connecting the SOC to each of the
preamps, the transmission line including a write path, a
read path and a serial logic path;

wherein the SOC is configured to activate a selected one of
the preamps with a logic command on the logic path and
to transmit write data to all preamps simultaneously on
the transmission line write path, and to activate a
selected one of the preamps with a logic command on the
logic path and to receive read data from said selected
preamp on the transmission line read path;

a read resistor between at least one preamp read amplifier
and the SOC; and

a write resistor between at least one preamp write driver
and the SOC.

2. The disk drive of claim 1 wherein the read resistor is

located in the preamp.

3. The disk drive of claim 2 wherein the read resistor is a
programmable resistor.

4. The disk drive of claim 1 wherein the write resistor is
located in the preamp.

5. The disk drive of claim 4 wherein the write resistor is a
programmable resistor.

6. The disk drive of claim 1 further comprising a flex cable,
wherein the transmission line is located on the flex cable, and
wherein the read resistor is located on the flex cable.

7. The disk drive of claim 1 further comprising a flex cable,
wherein the transmission line is located on the flex cable, and
wherein the write resistor is located on the flex cable.

8. The disk drive of claim 1 wherein the transmission line
terminates at one of the preamps and all other preamps are
connected to the transmission line between said termination
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and the SOC, and wherein the preamp connected at the trans-
mission line termination includes a read resistor and a write
resistor.

9. The disk drive of claim 1 wherein the transmission line
terminates at a termination end and all preamps are connected
to the transmission line termination end.

10. The disk drive of claim 9 wherein the read resistor is a
programmable resistor located in the preamp and wherein the
length of the connection between the preamp and the termi-
nation end is greater than 1/(4*Fbitrate*Vel), where Fbitrate
is the data rate of transmission of the read data and Vel is the
velocity of transmission.

11. The disk drive of claim 1 wherein there are three
preamps.

12. The disk drive of claim 11 wherein the transmission
line terminates at a termination end, wherein all three
preamps are connected by connection lines to the transmis-
sion line termination end ina T configuration, and wherein the
lengths of the connection lines between each of the three
preamps and the termination end are substantially equal.

13. The disk drive of claim 12 wherein the transmission
line read path comprises a pair of read lines, wherein each
connection line comprises a pair of read connection lines, and
wherein the widths of the read connection lines are narrower
than the widths of the read lines.

14. The disk drive of claim 12 wherein the transmission
line read path comprises a pair of read lines, wherein each
connection line comprises a pair of read connection lines, and
wherein the spacing between the read connection lines in
each connection line is greater than the spacing between the
read lines.

15. A disk drive having a plurality of magnetic recording
disks and a plurality of read/write heads, the disk drive com-
prising:

asystem on a chip (SOC) for sending write data and receiv-

ing read data and for sending logic commands;

three preamplifier integrated circuits (preamps), each

preamp having a write driver, a read amplifier, multiple
read/write ports for connection to associated read/write
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heads, and logic circuitry, wherein at least one preamp
further comprises a programmable read resistor con-
nected to the output of the read amplifier and a program-
mable write resistor connected to the input of the write
driver;

a transmission line connecting the SOC to each of the
preamps, the transmission line including a write path, a
read path and a serial logic path, wherein the write path
is connected to said at least one write resistor and the
read path is connected to said at least one read resistor;
and

wherein the SOC is configured to activate a selected one of
the preamps with a logic command on the logic path and
to transmit write data to all preamps simultaneously on
the transmission line write path, and to activate a
selected one of the preamps with a logic command on the
logic path and to receive read data from said selected
preamp on the transmission line read path.

16. The disk drive of claim 15 further comprising a flex
cable, wherein the transmission line is located on the flex
cable.

17. The disk drive of claim 15 wherein the transmission
line terminates at one of the preamps and all other preamps
are connected to the transmission line between said termina-
tion and the SOC, and wherein the preamp connected at the
transmission line termination includes a read resistor and a
write resistor.

18. The disk drive of claim 15 wherein the transmission
line terminates at a termination end and all preamps are con-
nected by connection lines to the transmission line termina-
tionendina T configuration, and wherein all preamps include
a read resistor and a write resistor.

19. The disk drive of claim 18 wherein the lengths of the
connection lines between each of the three preamps and the
termination end are substantially equal, wherein the charac-
teristic impedances of the connection lines are substantially
equal and greater than the characteristic impedance of the
transmission lines from the SOC to the termination end.

#* #* #* #* #*
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